
The Standard Angle Heads are available at

short delivery and at a lower price.

● Auto tool change capability

● Alternative drive tapers available

● Maintenance free sealed unit

● Higher speed units available

* Pin centre distance to suit application

Larger collet chuck ER32 - maximum 20 mm diameter

available provided the power/speed capacity of unit is

not exceeded.

Max. speed 3,000 rpm
Max. tool shank dia. 16 mm / 5/8”
Max. tapping size M12 / 1/2”
Rotation Opposite
Drive taper 50 BT-CT-DIN-HSK
Tool holding Collet chuck ER25
Fixed angle 30°, 45° & 60°
Radial adjustment 0° - 360°
Max. weight without tooling 15.5 kg / 35 lbs

Max. speed 3,000 rpm
Max. tool shank dia. 16 mm / 5/8”
Max. tapping size M12 / 1/2”
Rotation Opposite
Drive taper 50 BT-CT-DIN-HSK
Tool holding Collet chuck ER25
Fixed angle 1° - 80°
Radial adjustment 0° - 360°
Max. weight without tooling 15.5 kg / 35 lbs

● Auto tool change capability

● Alternative drive tapers available

● Maintenance free sealed unit

● Higher speed units available

# 228 mm with BT

* Pin centre distance to suit application

Larger collet chuck ER32 - maximum 20 mm diameter

available provided the power/speed capacity of unit is

not exceeded.
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